Banner Care & Installation Instructions
Thank you for purchasing a North Carolina Signs Banner! The following instructions will help insure that you install, clean and store your banner properly. Failure to follow these instructions could result in a shorter banner lifespan.

Cleaning 
Your banner is made of a woven vinyl material. The lettering and/or graphics is also a vinyl material. The banner can be cleaned with simple soap and water. Never use a solvent base cleaner. If necessary, a soft brush may also be used. Always allow the banner to dry completely before storing.

Storing

Your banner should be loosely rolled with the lettering and or graphics facing out. Do not fold, or allow the banner to crease.  Store upright in a cool, dry location.
Installation 

· Wall Installation
Depending on the wall material (wood, metal, concrete, brick, etc) will determine the type of fastener you use. Consult your local hardware store for appropriate fastener. 

There are two basic installation methods for attaching your banner to a wall:

The first method is to attach directly through the grommets by using a fastener (screw, bolt, etc.) and a washer large enough to cover the grommet. (See Figure 1.) Make sure to keep the banner tight to prevent wrinkles in the material.
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Figure 1.

The Second method is to place the fasteners in the wall diagonally larger than the banner, and attach a bungee cord from the fastener to the grommets in the banner corners. (See Figure 2.)

Using this method keeps the banner taught, and prevents wrinkles in the material.
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   Figure 2.
· Pole Installation
If installing smaller banners (4’x 8’ or less), metal “T” post may be used. (Available at farm supply stores) The posts should be spaced farther than the size of the banner. The banner should be attached using bungee cords as shown in figure 3. Using bungee cords allows you to keep the banner taught (thus preventing wrinkles), but also takes the stress off of the grommets during windy periods. (Failure to do so may result in damage to the banner).
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  Figure 3.
If installing banners larger that 4’x8’, the banner will need more than two support posts.  For banners taller than 4’ you may consider lacing a nylon cord through the grommets at the top of the banner, and attaching to the bungee cords at each corner. This will help distribute the weight of the banner across the top, and help prevent grommet damage.  
Note: Large banners can be damaged in higher wind conditions. You may consider cutting 3 or 4 inch diameter “flaps” every few square feet, to prevent wind stress. 
